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DOUBLE ROW CYLINDRICAL ROLLER 

BEARINGS 


1. Scope — Requirements for double row cylindrical roller jjearings. 


2. Terminology — As given in IS : 2399-1964 ' Glossary of terms relating to rolling bearings 

3. Types 

a) Non-locating, and 

b) Two-direction locating. 

3.1 Variations in the above types shall conform to IS: 2398-1967 ' Identification code for rolling bearings 

4. Symbols — Conforming to IS : 2398-1967, 

Dimensions and Tolerances 

5.1 Boundary Dimensions — Dimensions shaM conform to the dimension series 49 and 30 of IS : 5669- 
1970 ' General plan of boundary dimensions for radial roiling bearings'. 

5.2 Tolerances — Tolerances on the boundary dimensions shall conform to IS : 5692-1970 'Tolerances 
for radial rolling bearings 

5.3 Radial Clearances — Shall conform to IS : 5935-1970 ' Radial internal clearances in unloaded radial 
rolling bearings'. 

6, General Requirements — Other requirements for the bearings shall conform to 15 : 6453-1972 
' Technical supply conditions for rolling bearings 

7. Designation — Typical examples: 
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000 
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00 

AAAA 

IS: 6458 

PO 

CO 

i) 

’ 1 

Cylindrical roller bearing, 
bore dia 100 mm; double 
row, non-locating, inner 
ring without ribs, outer 
ring without ribs, with 
two internal snap rings, 
inner ring separable; 
dimension series 49; tole¬ 
rance ctass normal and 
radial clearance group 
normal 

100 

RE 

49 

i 

IS:6458 

_ .,ra MV! li 


— 

100 RE 49 

IS : 6458 

11) 

Same bearing as SI No. 
(i) but with tolerance 
class 5 

100 

RE 

49 

U\ 

15^^48^645^] 
intranet F 


* 1— 

./ ■. 

100 RE 49 

IS : 6458 P5 

III) 

Same bearing as SI No. 
(1) but with radial clea¬ 
rance group 2 

100 

RE 

49 




C2 I 

100 RE 49 

IS : 6458 C2 

Iv) 

Same bearing as Si No. 
(i) but with tolerance 
class 5 and radial clea¬ 
rance group 2 , 

100 

RE 

49 

— 

IS: 6458 

P5 

C2 

100 RE 49 IS : 
6458 PS C2 

V) 

Bearing of SI No. (iv) with 
tapered bore 1 :12 

100 

RE 

49 

XK 

IS : 6458 

P5 

C2 

100 RE 49 XK 
IS: 6458 P5C2 


*ln accordance with 3.3.2 of IS : 2398-1967. 
fin accordance with 3.4 of IS : 2398-1967. 
tin accordance with S.2. 

§in accordance with 5.3. 
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AMENDMENT NO. 1 SEPTEMBER 1999 

TO 

IS 645 $: 1972 SPECinCATION FOR DOUBLE ROW 
CYLINDRICAL ROLLER BEARINGS 

( page 1, clause 1) — Insert the following new clause after 1 and renumber 
the subsequent clauses: 

•2 REFERENCES 

The following Indian Standards contain provisions which through 
reference in this text, constitute provision of this standard. At the time of 
publication, the editions indicated were valid. All standards are subject to 
revision and parties to agreements based on this standard are 
encouraged to investigate the possibility of applying the most recent 
editions of the standards indicated below: 

We 

Identification code for rolling bearings 
Rolling bearings — Vocabulary ( first revision ) 

General plan of boundary dimensions for radial 
rolling bearings ( first reviaon) 

Tolerances for radial rolling bearings ( first revision ) 

Radial internal clearance in unloaded radial rolling 
bearings ( first revision) 

Technical supply conditions for roiling bearings ( first 
revision) 

[ Page 1, clause 2 ( renumbered 3 ) ] — Substitute MS 2399’ for ‘IS 2399 : 
1964 Glossary of terms relating to rolling bearings*. 

[ Page 1, clause 3.1 ( renumbered 4.1 ) ] — Substitute ‘IS 2398’ for 
‘IS 2398:1967 Identification code for rolling bearings’. 

[ Page 1, clause 4 ( renumbered 5 ) J — Substitute ‘IS 2398’/or‘IS 2398 : 
1967’. 


IS/ISO No. 

IS 2398:1967 

IS 2399:1988 
ISO 5593:1984 

IS 5669:1987/ 
ISO 15:1981 

18 5692:1988 

IS 5935; 1992 

18 6453:1984 
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Amend No. 1 to IS 6458:1972 

[ Page 1, clause 5.1 ( renumbered 6.1 ) ) — Substitute MS 5669’ for 
MS 5669 : 1970 General plan of boundary dimensions for radial rolling 
bearings'. 

[ Page 1, clause 5.2 ( renumbered 6.2 ) ] — Substitute MS 5692'/or 
MS 5692 :1970 Tolerances for radial rollirtg bearings’. 

( Page 1, clause 5,3 ( renumbered 6.3 ) ] — Substitute MS 5935’ for 
MS 5935 ; 1970 Radi^ internal clearances in unloaded radial rolling 
bearings’. 

[ Page 1, clause 6 ( renumbered 7 ) ] — Substitute MS 6453’ for MS 6453: 
1972 Technical supply conditions for rolling bearings'. 
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